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Torontech ™  is a leading North American based international manufacturer and supplier of pumps, 
pipes, valves & actuators. The Torontech ™  group has established an extensive network in the USA as 
well as international markets and remains to be a preferred vendor of choice supplying quality pumps 
for today’s leading corporations.

Creating comprehensive solutions for our clients has always been the core value of our company. From 
sales, to order execution, and post-sales support; every staff member is here to assist you in selecting 
the solution that best suits your unique requirements and budget.

The Torontech ™  group offers a complete range of quality pumps that are,ANSI to ISO approved and 
engineered to last, ensuring your company continuous production without interruptions.

Since the beginning, we have succeeded in only offering quality manufactured pumps that are currently 
being used worldwide. We offer the best value for your investment and provide world-class support.

Due to the demand for our quality pumps, Torontech ™  has experience explosive growth primarily in the 
oil & gas, water filtration and chemical refinery industries.
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We offer an extensive range of solutions and products for oil & gas projects, refineries, petrochemical 

plants, and marine applications. Our main class of pumps includes API (American Petroleum Institute) 

Standard, Mining, Water & Sewage and Firefighting applications. The pumps are offered in various 

configurations depending on orientation of the pump, required head and type of fuel used for operation.
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TTAAJ-Series of Multistage split
 casing Centrifugal pumps (API)



Number of stages.
Head for one stage.(m)
Flow Rate (m3/h)
Horizontal Multi-stage Split Casing Pumps

TTAAJ - *KDY/KY/KSY 140 90 8

Name Material Name Material
Pump Casing QT600-3, ZG270- 500 Pump Coupling 25
Pump Cover QT600-3, ZG270- 500 Motor Coupling 25
Impeller QT600-3, ZG1 Cr13 Intermediate Coupling 25
Shaft 40Cr, 42CrMo Base Welded steel plate
Key 45,40Cr

Sectional Drawing:

   The TTAAJ KY, KSY, KDY series Horizontal multistage split
casing pumps are a new generation product, developed
by our company reering foreign advanced technique,
It has a well designed structure and high efficiency.
It is suitable for transportation of crude oil in pipeline. Oil,
station, oil refinery, oil filled at sea and assemble and
disassemble of oil tanker at dock. The transporting
viscocity  should stay lower than 700 mm2/s for crude oil
without solid pellet and other petroleum products, the
temperature of medium should be no more than 200oC

Crude oil both in and off shore
In pipelines
Process plants
Refineries
Terminals
Sewage water with oil and solid
Boiler feed (hot water)
General water supply
Sea water and hydrocarbons

Balance drums and Disks minimise axial thrust and eliminate 
the need for full pressure breakdown devices.

Sudden changes of thrust frequently associated with surge on 
boiler feed pumps are readily accommodated

Gives high efficiency over a wide operation range and
greater flexibility if performance variation is required.
After dynamic balance the rotor does not need to be
diamantled and re-built for pump assembly.
The practically symmetrical execution of the upper
and lower casing havles and a near center-line
Support ensures continuous and satisfactory
operation even at high temperature.
No special tools or cradies are required for assembly
of disassembly.

The shaft diameter of the pump shaft ensures the
durability of the mechanical seals, bearings, case

wearing, and impeller wear rings. The shaft deflection in
the area of the mechanical seals is less than the values
stipulated by API. The pump shaft is stepped for easy
dismantling.
Both stuffing boxes are suitable for the reception of all
kinds of mechanical seals.
The mechanical seals on both shaft ends are only
under low pressure
On the axial bearing side a neck bush and a balance
pipe takes care bush and a balance reduction between
the intermediate pump pressure and a lower pressure
dependent upon the connection point of the balance
pipe. In special cases the pump can be operated without
a balance pipe.
Full pump and parts are compliance with latest API 610
Remarks: Materials are choosed by the customer or
according to API 610 Clause 2.11. Appendix G and
Appendix H.
If the customer doesn't require this standard, the company will
choose the material from the following table;
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